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Good things come in small packag-
es, and in this case it’s the Monsoon 
Mini one-piece liner. Including du-
al-level halogen lights and 3-speed 
mechanical slide controls. Also 

equipped with a 300-CFM blower 
and the ability to duct either verti-
cally or horizontally.
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MODEL
Stainless Steel

Size
Blower CFM (Min. - Max.) 
Sones (Min. - Max.)

FEATURES
Controls
Speed Levels
Lighting
Dual-Level Lighting
Filters
Recirculating Option

DUCT SPECIFICATIONS
Vertical Internal Blower 
Horizontal Internal Blower
AC POWER

OPTIONAL ACCESSORIES 
Recirculating Kit
Bloom™ GU10 LED

MOUNTING HEIGHT RANGE**

WARRANTY

AK9128AS

28-3/8” (30”)
150 - 300
1.5 - 4

Mechanical Slide
3
Halogen, 35W x2
Yes 
Aluminum Mesh x2
Yes

7” Round, 3-1/4” x 10”
3-1/4” x 10”
120V, 60Hz at Max. 1.5A

ZRC-9100A
Z0B0040

26” - 36”

3 years parts, 1 year labor

AK9134AS

34-3/8” (36”)
150 - 300
1.5 - 4

Mechanical Slide
3
Halogen, 35W x2
Yes 
Aluminum Mesh x2
Yes

7” Round, 3-1/4” x 10”
3-1/4” x 10”
120V, 60Hz at Max. 1.5A

ZRC-9100A
Z0B0040

26” - 36”

3 years parts, 1 year labor

*Mounting height refers to distance between top of a 36” tall cooking surface and bottom of hood.


