
W H AT ’ S  I N C L U D E D

Oil tray (1), dishwasher-safe baffle filters (2), top 6″ 
round exhaust adapter (1), top 3-¼″ by 10″ rectangular 

exhaust adapter (1), and rear 3-¼″ by 10″ rectangular 

exhaust adapter (1)

O V E R A L L  P R O D U C T  D I M E N S I O N S  (WxDxH)

UC-PS60SS-30: 29-3/4″ x 19-11/16″ x 7-3/32″  

WA R R A N T Y

2-Year Limited Warranty and Lifetime Warranty 

on Motor

PRODUCT DESCRIPTION

Designed for low maintenance and professional-level 

performance, the UC-PS60 features dual motors. It 

effortlessly manages light to heavy-duty cooking with 

three speed settings and 860 CFM suction, preventing 

grease build-up and ensuring cleanliness without slowing 

the hood’s motor.

FEATURES & BENEFITS:

P R O - S T Y L E  D E S I G N : 

Crafted with high quality stainless steel and  

full-size baffle filter handles. 

P O W E R F U L  S U C T I O N : 

Utilizes different speed settings to extract harmful 

cooking fumes from heavy-duty cooking, high heat, 

and excess smoke.

H A S S L E - F R E E  C L E A N I N G : 

The UC-PS60’s intuitive cleaning function alerts you 

when it’s time to clean the filters so that your range 

hood continues to operate as good as new. Plus, 

Hauslane’s stainless-steel baffle filters are dishwasher-

safe, saving you time and energy during the after 

cooking clean up.

  
L I G H T I N G : 

Equipped with LED lamp. The lamp not only 

conserves energy without compromising on light.
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UC-PS60

S U I TA B L E  C O O K I N G  S T Y L E  &  F E AT U R E S :

Minimal Everyday Heavy-Duty

UC-PS60 PRO-STYLE UNDER CABINET 

PRO-STYLE UNDER CABINET                                    SIZES: 30ʺ



SIZE 30″  

STYLE Under Cabinet

DUCTLESS No

BAFFLE CLEANING INDICATOR Yes

NOISE LEVEL 3 to 9.0 Sones

LIGHT COLOR TEMP. Bright / 6500 Kelvin

LIGHT BULB 12W LED Lamp

LIGHT INTENSITY 1 Level

CONTROL Touch Panel

SPEED SELECTIONS 3 Levels

CONVERTIBLE N/A

EQUIVALENT AIRFLOW 860 CFM

LABORATORY AIRFLOW 407 CFM

TOP VENTING 6″ or 3-1/4″ x 10″

REAR VENTING 3-1/4″ x 10″

MOTOR Dual

WATTAGE 312W

VOLTAGE 120V

CONNECTION Plug-In

NET WEIGHT 40.6 LBS

CUT-OUT DIMENSIONS (WxD) Follow Care Manual

I N FO @ H AU S L A N E .CO M   |   1 - 8 0 0 - 9 2 9 - 0 1 6 8   |   WWW. H AU S L A N E .CO M

SPECIFICATIONS

0 0 1 - 073 1 24 - 02 UC-PS60 PRO-STYLE UNDER CABINET 
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