
The ultimate reference standard for subwoofer performance and innovation is now 
more accessible than ever. Featuring the same award-winning technology platform 
as the flagship SVS 17-Ultra R|Evolution subwoofers, the new 5000 R|Evolution Series 
brings an unrivaled low-frequency experience to smaller enclosures and lower prices.

5000 R|Evolution
One Subwoofer to Rule them All.
Flagship Technology, Reference Performance.



SB-5000 R|Evolution
Reference Sealed Cabinet Subwoofer

 » Low frequency extension far below the threshold of human hearing to 
 15Hz delivered with authority. 

 » Addictive musicality, stop-on-a-dime transient response, and 
breathtaking refinement from the all-new 15-inch SVS driver with 
trailblazing dual voice coil design.

 » Effortless power delivery and unerring control from 2,000 Watts 
Continuous, 5,000 Watts Peak power STA-2000D Amplifier with dual 
mono block amplifier and discrete MOSET output stage.

PB-5000 R|Evolution
Reference Ported Cabinet Subwoofer

SVSound.com

 » 295MHz Analog Devices DSP, the most sophisticated and powerful 
processor ever deployed in a subwoofer, optimizes all aspects of 
performance and usability. 

 » Built-in line conditioner with Power Factor Correction maximizes 
performance under all operating conditions.

 » Seamless control via SVS Subwoofer Control Smartphone App with 
advanced tuning and custom presets.

15-inch High-Excursion SVS Driver with Dual Voice Coils 
2,000 Watts Continuous, 5,000+ Watts Peak Power Dual Mono Amplifier
Frequency Response:

 » 17Hz - 280Hz +/-3dB
Dimensions: 18.3” (H) 17.8” (W) 19.5” (D)
Weight: 102.1bs (46.3kg)

15-inch High-Excursion SVS Driver with Dual Voice Coils 
2,000 Watts Continuous, 5,000+ Watts Peak Power Dual Mono Amplifier
Frequency Response:

 » 15Hz - 180Hz +/-3dB
 » Extended: 13Hz - 180Hz +/-3dB
 » Sealed: 16Hz - 270Hz +/-3dB 

Dimensions: 23.4” (H) 20.5” (W) 28.7” (D)
Weight: 153.9lbs (69.8kg)

A Quantum Leap Forward in Subwoofer Design.


