
GLS-EM-CTI-2P15
15 Channel 2-Phase Current Transformer Interface

The Crestron Green Light® GLS-EM-CTI is a current transformer

interface

designed for use with a GLS-EM-MCUGLS-EM-MCUGLS-EM-MCUGLS-EM-MCU Crestron Green Light Power

Meter

Control Unit[1]. The GLS-EM-CTI current transformer interface, in

conjunction with the main control unit, facilitates monitoring of

multiple

branch circuits. This allows users to monitor the power

consumption of a

particular area or device. GLS-EM-CT current transformers are

placed

around the feed wire of each circuit, and then connected to the

GLS-EM-CTI

current transformer interfaces. As many as four (4) GLS-EM-CTI

units can

connect to a single GLS-EM-MCU power meter control unit for

monitoring of

up to 84 branch circuits.

ACCESSORIESACCESSORIESACCESSORIESACCESSORIES

GLS-EM-CT-200A:GLS-EM-CT-200A:GLS-EM-CT-200A:GLS-EM-CT-200A:

GLS-EM-CT-200A-HA:GLS-EM-CT-200A-HA:GLS-EM-CT-200A-HA:GLS-EM-CT-200A-HA:

GLS-EM-CT-20A-HA:GLS-EM-CT-20A-HA:GLS-EM-CT-20A-HA:GLS-EM-CT-20A-HA:

GLS-EM-CT-20A:GLS-EM-CT-20A:GLS-EM-CT-20A:GLS-EM-CT-20A:

GLS-EM-CT-400A:GLS-EM-CT-400A:GLS-EM-CT-400A:GLS-EM-CT-400A:

GLS-EM-CT-400A-HA:GLS-EM-CT-400A-HA:GLS-EM-CT-400A-HA:GLS-EM-CT-400A-HA:

GLS-EM-CT-50A-HA:GLS-EM-CT-50A-HA:GLS-EM-CT-50A-HA:GLS-EM-CT-50A-HA:

GLS-EM-CT-50A:GLS-EM-CT-50A:GLS-EM-CT-50A:GLS-EM-CT-50A:

GLS-EM-CT-600A:GLS-EM-CT-600A:GLS-EM-CT-600A:GLS-EM-CT-600A:

GLS-EM-CT-600A-HA:GLS-EM-CT-600A-HA:GLS-EM-CT-600A-HA:GLS-EM-CT-600A-HA:
Notes:

1. To prevent wire noise, the maximum distance between a GLS-EM-MCU or

GLS-EM-CTI and a GLS-EM-CT should not exceed 50 feet (15.24 meters). This

maximum distance applies to the following product models: GLS-EM-MCU,

GLS-EM-CTI-* and GLS-EM-CT-*.

This product may be purchased from an authorized Crestron dealer. To find a

dealer, please contact the Crestron sales representative for your area. A

list of sales representatives is available online at www.crestron.www.crestron.www.crestron.www.crestron.

States and/or other countries. Other trademarks, registered trademarks, and

trade names may be used in this document to refer to either the entities

claiming the marks and names or their products. Crestron disclaims any

proprietary interest in the marks and names of others. Crestron is not

responsible for errors in typography or photography. Specifications are

subject to change without notice. ©2014 Crestron Electronics, Inc.

www.crestron.com    800.237.2041
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