
LIFT CHAIR INSTRUCTION SHEET 





UNBOXING  

• Remove chair from the box and rest the back on top of the chair 

base. 

 

• Lift cover flap if needed and locate connection points. 

 

 



• Connect Heat and Massage Connections. 

• Connect corresponding cables, ensuring each cable is 

locked into the connection. 

*CONNECT CABLES BEFORE ASSEMBLING THE BACK INTO THE SEAT!* 

Ensure the cable locks are fully engaged. 

Locate Power Supply pack, connect cables 

and connect to wall outlet to power unit. 

CONNECTIONS 

Connect cables for Heat, Massage, and Headrest. 



EXTENDED LEG AND LEVELING 

• Install Anti-Tip floor brackets before use. 

• Install (2) Anti-Tip Brackets using provided bolts and nuts. 

• The Lift Mech base and included Anti-Tip Brackets have adjustable floor 

glides. 

x2 

Twist each footpad 

to raise or lower it.  

Adjust floor glides by twisting to ensure the base is level 



To install the back, align 

the female side on the 

back to the male side on 

the chair base and slide 

down until a click is heard. 

*CLICK* 

INSTALL BACK INTO CHAIR BASE 



Controller located in 

side pocket. 

Pull the back down 

tight and secure 

with Velcro strip. 

READY TO USE! 
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