
ASSEMBLY INSTRUCTIONS 
COASTER FINE FURNITURE

Fine Furniture for every stage of life

223044  
Mirror
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ITEM:223044

ASSEMBLY TIPS:

WARNING!

A 1PC

B 1PC

C 2PCS

HARDWARE IDENTIFICATION

1 10PCS

NOTE:
Phillips head screw driver is required in the assembly process; however, manufacturer does not provide this item.

ASSEMBLY TIME
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ASSEMBLY INSTRUCTIONS

1. Don’t attempt to repair or modify parts that are broken or defective.  Please contact the store
immediately.
2. This product is for home use only and not intended for commercial establishments.

1. Remove hardware from box and sort by size.
2. Please check to see that all hardware and parts are present prior to start of assembly.

3. Please follow attached instructions in the same sequence as numbered to assure fast & easy assembly.

PARTS IDENTIFICATION

5 MINUTES

MIRROR

MIRROR SUPPORT
(PACKED WITH DRESSER)

FLAT HEAD SCREW 
(M4 x 32mm - RBW)

DRESSER FROM BOX 
ITEM #223043

• • 

• • 



ITEM:223044
ASSEMBLY INSTRUCTIONS

STEP 1

STEP 2

STEP 3 
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B

C

Back View Cut Raffia String

1

Back View
Match with
line marking

1
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Note : Dimension tolerance ± 5%

58.00"16.25"

39.00"

29.25"

34.75"

ITEM:223044

37.00"

40.25"

77.25"
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	Dimension
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 REMARQUE: SERRER LES VIS PERIODEMENT AVEC LA VIS D'UTILISATION. DEVENIR LIBRE VÉRIFIER L'ÉTANCHÉITÉ DE TOUTE LA VIS TOUTES LES 6 À 8 SEMAINES.


FRANCE












C 2 PCS
STEP 3 :
Place mirror (A) on top of dresser (B). Align & fasten mirror support (C) to the back of dresser (B) using
Csk Screw (1) and tighten them with ScewDriver (NOT INCLUDED).


Face to face


B
NO ITEM Qty


1
Csk M4 x 32mm


10 PCS


(Box. 1)
HARDWARE LIST


and tighten with CSk Screw (1) as shown.


1
B












B 1 PC


MIRROR SUPPORT Arrow Must
Face to face


BCut of the raffia string
NO ITEM Qty


C


DRESSER


1 PC
STEP 3 :
Place The Mirror (A) on the Dresser (B) by follow the marking line provided
and tighten with CSk Screw (1) as shown. B












NOTE : MUST TIGHTEN SCREWS PERIODCALLY WITH USE SCREW WILL BECOME LOOSE CHECK TIGHTNESS OF ALL SCREW EVERY 6-8 WEEKS.


A 1 PC


NO ITEM Qty


B


DRESSER


1 PC


C


MIRROR SUPPORT


2 PCS


NO ITEM Qty


1
Csk M4 x 32mm


10 PCS


(Box. 2)
BOX OF DRESSER


(Box. 1)
HARDWARE LIST


COMPLETED
ASSEMBLY


B


Arrow Must
Face to face


B


STEP 3 :
Place mirror (A) on top of dresser (B). Align & fasten mirror support (C) to the back of dresser (B) using
Csk Screw (1) and tighten them with ScewDriver (NOT INCLUDED).


Arrow Must
Face to face


C X4


BCut of the raffia string


1


B


X6


NOTE : MUST TIGHTEN SCREWS PERIODCALLY WITH USE SCREW WILL BECOME LOOSE CHECK TIGHTNESS OF ALL SCREW EVERY 6-8 WEEKS.


B


MIRROR SUPPORT RAIL


2 PCS


NO ITEM Qty


C


DRESSER


1 PC


NO ITEM Qty


1
Csk M4 x 32mm


10 PCS


(Box. 2)
BOX OF DRESSER


(Box. 1)
HARDWARE LIST


COMPLETED
ASSEMBLY


STEP 3 :
Place The Mirror (A) on the Dresser (B) by follow the marking line provided
and tighten with CSk Screw (1) as shown.


Arrow Must
Face to face


B


Marking Line


C


A


C


1
B


X6


X4



















