


MODEL:

www.xoappliance.com

ROUGH-IN SPECIFICATIONS

      
XOU24BCGO__*

XO is is exclusively distributed through
EASTERN MARKETING CORP.
24 Eisenhower Parkway, Roseland, NJ 07068
p. 973.403.8900

23 13/16” 23 1/4”
21 7/8”

29 27/32”

34 1/16”

33 7/16”

Size
Dimensions
Installation Type
Refrigerant Type

T

Panel Dimensions: refer to operating and installation
manual.  Panel must not exceed 3/4” thick and 20 lbs.

emperature Range

Electrical

 

24”
23 7/8”W x 34 1/8”H x 23 1/4”D
Built-in / Freestanding
R600a

34° - 50° F 

 

115V 60Hz 1.5A

W
AL

L

23-7/8”

46-3/8”

FRONT SIDE

TOP

* The void between the twin layers of coated glass is filled with
  Argon, a harmless, natural, inert gas further improving their 
  insulation value.  In addition to reducing energy use - this 
  limits the trasmission of damaging sound, vibration and light,
  particularly UV light which can harm wine. 

Low-E Glass

35 1/4” MAX
34 1/8” MIN

  

 

24”

4"

7"

  24” BEVERAGE CENTER   

MIN
MUST ALLOW DOOR TO OPEN
90   TO EXTEND SHELVES

IMUM WALL CLEARANCE

USE DEDICATED 15A CIRCUIT

HOLDS UP TO (145) 12oz CANS

THE 6’ FLAT PLUG 
POWER CORD
SUPPLIED ON 
YOUR XO WINE COOLER
ENSURES AN EASY 
FLUSH INSTALLATION 

TIP:
IN TIGHT INSTALLATIONS
CUT THROUGH AN ADJACENT
CABINET WALL TO REACH
AN OUTLET INSTALLED THERE

*Specify R for right hand hinge - or - L for left hand hinge




